
SAKER DRAIN 2024
Municipality of

AutoCAD SHX Text
MENNIE

AutoCAD SHX Text
DRAIN

AutoCAD SHX Text
BR. 'A'

AutoCAD SHX Text
LONGWOODS

AutoCAD SHX Text
ROAD

AutoCAD SHX Text
ROAD

AutoCAD SHX Text
MARTIN

AutoCAD SHX Text
ROAD

AutoCAD SHX Text
CARRIAGE

AutoCAD SHX Text
HIGHWAY 2

AutoCAD SHX Text
ha.

AutoCAD SHX Text
019-020-057

AutoCAD SHX Text
J. BANMAN

AutoCAD SHX Text
36 . 1

AutoCAD SHX Text
ha.

AutoCAD SHX Text
019-020-057-30

AutoCAD SHX Text
10919 LONGWOODS

AutoCAD SHX Text
ROAD INC.

AutoCAD SHX Text
6 . 6

AutoCAD SHX Text
ha.

AutoCAD SHX Text
019-020-056

AutoCAD SHX Text
R. CADE

AutoCAD SHX Text
B. GOEBEL

AutoCAD SHX Text
0 . 2

AutoCAD SHX Text
ha.

AutoCAD SHX Text
019-020-057-60

AutoCAD SHX Text
THAMES VALLEY

AutoCAD SHX Text
DECORATIVE

AutoCAD SHX Text
3 . 2

AutoCAD SHX Text
ha.

AutoCAD SHX Text
019-020-049-24

AutoCAD SHX Text
S. MURUGASON &

AutoCAD SHX Text
S. MAHENDRAN

AutoCAD SHX Text
0 . 12

AutoCAD SHX Text
ha.

AutoCAD SHX Text
019-020-050-04

AutoCAD SHX Text
J. & B. ACKWORTH

AutoCAD SHX Text
 0 . 12

AutoCAD SHX Text
ha.

AutoCAD SHX Text
019-020-050-06

AutoCAD SHX Text
S. & R. BUREN

AutoCAD SHX Text
 0 . 12

AutoCAD SHX Text
0+490

AutoCAD SHX Text
0+488

AutoCAD SHX Text
0+006

AutoCAD SHX Text
0+000

AutoCAD SHX Text
APPROX.

AutoCAD SHX Text
LOCATION

AutoCAD SHX Text
AREA SIZED FOR SUB-SURFACE DRAINAGE ONLY

AutoCAD SHX Text
UNOPENED ROAD ALLOWANCE 

AutoCAD SHX Text
0+115±

AutoCAD SHX Text
PRIVATE TILE/

AutoCAD SHX Text
OF EXIST 

AutoCAD SHX Text
SURFACE RUN

AutoCAD SHX Text
PROPOSED

AutoCAD SHX Text
375mm PIPE

AutoCAD SHX Text
DRAIN

AutoCAD SHX Text
CUMMINGS

AutoCAD SHX Text
EXTERIOR  OR  INTERIOR  WATERSHED

AutoCAD SHX Text
LIMIT  OF  WATERSHED  AREA

AutoCAD SHX Text
PROPOSED  DRAINAGE  WORKS

AutoCAD SHX Text
EXIST.  WATERCOURSE OR PRIVATE DITCH

AutoCAD SHX Text
EXIST.  MUNICIPAL  DRAIN

AutoCAD SHX Text
ASSESSMENT ROLL NUMBER

AutoCAD SHX Text
OWNERS NAME

AutoCAD SHX Text
HECTARES OWNED

AutoCAD SHX Text
ha.

AutoCAD SHX Text
10 - 029

AutoCAD SHX Text
J.  SMITH

AutoCAD SHX Text
40 . 5

AutoCAD SHX Text
P L A N       L E G E N D

AutoCAD SHX Text
EXIST. PRIVATE TILE

AutoCAD SHX Text
225.00

AutoCAD SHX Text
230.00

AutoCAD SHX Text
235.00

AutoCAD SHX Text
240.00

AutoCAD SHX Text
245.00

AutoCAD SHX Text
0+000

AutoCAD SHX Text
0+490

AutoCAD SHX Text
ENGINEERS

AutoCAD SHX Text
SPRIET ASSOCIATES

AutoCAD SHX Text
Drawing No.

AutoCAD SHX Text
LIMITED

AutoCAD SHX Text
155  YORK STREET --LONDON            

AutoCAD SHX Text
(519) 672-4100--N6A 1A8

AutoCAD SHX Text
CONSULTING

AutoCAD SHX Text
 Field Book

AutoCAD SHX Text
LONDON

AutoCAD SHX Text
Drawn By:

AutoCAD SHX Text
Date:

AutoCAD SHX Text
JOB No.

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
DATE

AutoCAD SHX Text
No.

AutoCAD SHX Text
Drainage Superintendent:

AutoCAD SHX Text
DAN ANDERSON

AutoCAD SHX Text
519-666-0190 EXT. 229

AutoCAD SHX Text
TF

AutoCAD SHX Text
MAY 6 2024

AutoCAD SHX Text
GPS

AutoCAD SHX Text
2 2 3 0 3 9

AutoCAD SHX Text
PLAN, PROFILES, & DETAIL

AutoCAD SHX Text
1 of 1

AutoCAD SHX Text
PROFILE

AutoCAD SHX Text
SCALE :   HOR.  1 : 5,000

AutoCAD SHX Text
VERT.  1 : 50

AutoCAD SHX Text
SUPPLY AND INSTALL 6m LENGTH (SINGLE PIECE) OF 375mm H. D. P. E. PLASTIC OUTLET PIPE (WITH RODENT GATE) AND QUARRY STONE RIP-RAP PROTECTION AROUND PIPE IN ACCORDANCE WITH DETAIL "A" AND DETAIL   " B " (APPROX.  3 m  REQ' D) m  REQ' D) 3 REQ' D) 

AutoCAD SHX Text
0+006

AutoCAD SHX Text
230.51

AutoCAD SHX Text
PROPOSED TILE INVERT

AutoCAD SHX Text
232.80

AutoCAD SHX Text
CONCESSION 1

AutoCAD SHX Text
LOT 6

AutoCAD SHX Text
LOT 5

AutoCAD SHX Text
D E T A I L   "   "

AutoCAD SHX Text
N. T. S.

AutoCAD SHX Text
A

AutoCAD SHX Text
G E N E R A L      N O T E S

AutoCAD SHX Text
OUR  SPECIFICATIONS  DATED  JANUARY 2020  APPLY  TO  THIS  PROJECT.

AutoCAD SHX Text
CONTRACTOR  TO  ARRANGE  A  PRE-CONSTRUCTION  MEETING  WITH  THE  ENGINEER ,  DRAINAGE SUPERINTENDENT  ,  AND  THE  AFFECTED  OWNERS .    ALL  PARTIES  SHALL RECEIVE  48 HOURS  NOTICE  TO  THE  MEETING .

AutoCAD SHX Text
RIP-RAP TO BE SUPPLIED AND INSTALLED IN ACCORDANCE WITH "SECTION A. 12" IN  THE SPECIFICATIONS.

AutoCAD SHX Text
ALL  TREES ,  SCRUB ,  BRUSH ,  ETC.  TO  BE  CLEARED  AND  GRUBBED  IN ACCORDANCE WITH  "SECTION  B. 3 AND C. 4"  SPECIFICATIONS .

AutoCAD SHX Text
a)  ALL UTILITIES TO BE LOCATED AND EXPOSED PRIOR TO CONSTRUCTION SO THAT THE NEW     TILE  GRADES  CAN  BE  CONFIRMED.  IF THERE IS A CONFLICT IN ELEVATION BETWEEN THE TILE  GRADES  CAN  BE  CONFIRMED.  IF THERE IS A CONFLICT IN ELEVATION BETWEEN THE     PROPOSED DRAIN AND THE UTILITY, THE ENGINEER IS TO BE NOTIFIED IMMEDIATELY.         PROPOSED DRAIN AND THE UTILITY, THE ENGINEER IS TO BE NOTIFIED IMMEDIATELY.         b) CONTRACTOR  TO  NOTIFY  ALL  UTILITIES  72 HOURS  PRIOR  TO  HIS  SCHEDULED TIME  FOR  STARTING  THE  ABOVE  WORK. c)  THE COST FOR THIS WORK SHALL BE INCLUDED IN THE ITEM ON THE EXTENT OF WORK AND NO EXTRA PAYMENT SHALL BE MADE TO THE CONTRACTOR,  EXCEPT IF ROAD RESTORATION IS REQUIRED. 

AutoCAD SHX Text
ALL  OWNERS  ALONG  THE  COURSE  OF  THE  DRAIN  SHALL  MAKE  AN  ACCESS  ROUTE FROM  THE  NEAREST  ROAD  TO  THE  DRAIN  LOCATION  AVAILABLE  TO  THE CONTRACTOR THE  AVERAGE   WIDTH  OF  THIS  ROUTE  SHALL  NOT  EXCEED  8  METERS .  THE  ACCESS ROUTE SHALL ALSO APPLY FOR FUTURE MAINTENANCE PURPOSES .

AutoCAD SHX Text
THE WORKING WIDTH AVAILABLE TO THE CONTRACTOR TO CONSTRUCT THE NEW DRAINS SHALL  CONSIST  OF  THOSE  LANDS  IMMEDIATELY  ADJACENT  TO  THE  DRAIN  AND CONNECTIONS  AND  SHALL  NOT  EXCEED THE FOLLOWING AVERAGE WIDTHS .   CLOSED PORTIONS  - 8 meters - 8 meters THE WORKING WIDTH FOR PURPOSES OF FUTURE MAINTENANCE SHALL BE 8m CENTERED ON THE DRAIN

AutoCAD SHX Text
NEW TILE DRAINS TO BE LOCATED AS  FOLLOWS :  - NEW TILE DRAIN TO BE PLACED ON NORTH SIDE OF EXISTING PRIVATE TILE DRAIN WHERE POSSIBLE .  

AutoCAD SHX Text
THE LANDOWNER AND MUNICIPALITY ARE TO MONITOR THE FIELD ALONG THE ROUTE OF THE DRAIN AFTER CONSTRUCTION FOR SIGNS OF MISSED TILE CONNECTIONS. IF ANY ARE FOUND, THE MUNICIPALITY SHALL HAVE THE CONNECTIONS MADE.

AutoCAD SHX Text
12/

AutoCAD SHX Text
8/

AutoCAD SHX Text
7/

AutoCAD SHX Text
6/

AutoCAD SHX Text
5/

AutoCAD SHX Text
4/

AutoCAD SHX Text
3/

AutoCAD SHX Text
2/

AutoCAD SHX Text
1/

AutoCAD SHX Text
10/

AutoCAD SHX Text
SILT FENCE TO BE PLACED ACROSS DITCH BOTTOM AT STA. 0 + 000 DURING CONSTRUCTION TO PREVENT SILT FROM FLUSHING DOWNSTREAM, AND ARE TO BE MAINTAINED AS NECESSARY DURING CONSTRUCTION .   SILT FENCE AND SILT TO BE REMOVED AND DISPOSED  OF AFTER CONSTRUCTION .

AutoCAD SHX Text
9/

AutoCAD SHX Text
ALL CATCHBASINS SHALL BE SUPPLIED AND INSTALLED IN ACCORDANCE WITH "SECTION  C.  16 "  IN THE SPECIFICATIONS , 

AutoCAD SHX Text
    EXISTING  TILE  DRAINS TO BE EXPOSED IN AS MANY LOCATIONS  AS  ARE  NECESSARY TO  CONFIRM        THEIR  EXACT  LOCATION  AND  ELEVATION  PRIOR  TO  CONSTRUCTION .  EXACT  LOCATION  OF  NEW  PRIOR  TO  CONSTRUCTION .  EXACT  LOCATION  OF  NEW   .  EXACT  LOCATION  OF  NEW      TILE  DRAINS  THEN  TO  BE  CONFIRMED  BY  DRAINAGE SUPERINTENDENT OR  ENGINEER .     

AutoCAD SHX Text
11/

AutoCAD SHX Text
375mm SOLID COILABLE DUAL WALL  HDPE PIPE

AutoCAD SHX Text
STA.

AutoCAD SHX Text
LOCATE AND CONNECT EXISTING TILE FROM WEST

AutoCAD SHX Text
0 + 115;

AutoCAD SHX Text
0.52%%%

AutoCAD SHX Text
0.45%%%

AutoCAD SHX Text
(2m WIDTH)

AutoCAD SHX Text
QUARRY STONE RIP-RAP

AutoCAD SHX Text
T Y P I C A L    O U T L E T     R I P  -  R A P

AutoCAD SHX Text
(1m UPSTREAM & 2m DOWNSTREAM)

AutoCAD SHX Text
QUARRY STONE RIP-RAP

AutoCAD SHX Text
300mm OR AS

AutoCAD SHX Text
DITCH BOTTOM

AutoCAD SHX Text
SPECIFIED

AutoCAD SHX Text
6 m  MIN. OUTLET PIPE

AutoCAD SHX Text
EXISTING DITCH BANK

AutoCAD SHX Text
TILE TO BE INSERTED 150mm

AutoCAD SHX Text
INTO C.M.P. AND GROUTED

AutoCAD SHX Text
FILTER BLANKET

AutoCAD SHX Text
400mm

AutoCAD SHX Text
550mm

AutoCAD SHX Text
400mm

AutoCAD SHX Text
 3

AutoCAD SHX Text
1

AutoCAD SHX Text
400mm

AutoCAD SHX Text
550mm

AutoCAD SHX Text
D E T A I L   "   "

AutoCAD SHX Text
N. T. S.

AutoCAD SHX Text
B

AutoCAD SHX Text
P L A N 

AutoCAD SHX Text
SCALE  1 : 2 , 500

AutoCAD SHX Text
231.11

AutoCAD SHX Text
0+115

AutoCAD SHX Text
PROVIDE MINIMUM COVER OVER NEW TILE INSTALLATION (SEE DETAIL "B")

AutoCAD SHX Text
1.72

AutoCAD SHX Text
1.82

AutoCAD SHX Text
1.79

AutoCAD SHX Text
1.64

AutoCAD SHX Text
1.53

AutoCAD SHX Text
1.35

AutoCAD SHX Text
1.76

AutoCAD SHX Text
1.72

AutoCAD SHX Text
1.64

AutoCAD SHX Text
1.58

AutoCAD SHX Text
1.45

AutoCAD SHX Text
LOT 7

AutoCAD SHX Text
STA.

AutoCAD SHX Text
INVESTIGATE EXTENT AND LOCATION OF EXISTING TILE NORTH OF PRIVATE TILE

AutoCAD SHX Text
0 + 000 TO 0 + 115

AutoCAD SHX Text
STA.

AutoCAD SHX Text
DESTROY OLD EXISTING DRAIN WEST OF NEW DRAIN 

AutoCAD SHX Text
0 + 475; TO 0 + 490

AutoCAD SHX Text
B. M.

AutoCAD SHX Text
STA.

AutoCAD SHX Text
ELEV.

AutoCAD SHX Text
232.410

AutoCAD SHX Text
0+009

AutoCAD SHX Text
NAIL IN TREE 25m; EAST 

AutoCAD SHX Text
   a) INSTALLATION OF TILE AND TRENCH WIDTHS SHALL BE IN ACCORDANCE WITH "SECTION C - TILE          DRAIN" IN THE SPECIFICATIONS .       b) NO CONSTRUCTION EQUIPMENT OR FARM MACHINERY SHALL CROSS OVER THE MOUNDED BACKFILLED TILE TRENCHES UNTIL SUFFICIENT SETTLEMENT HAS OCCURRED .    c)  STRIP AND STOCKPILE TOPSOIL FROM CONSTRUCTION AREA (4 metre width) EXCEPT LANEWAYS & ROADS.    EXCESS SPOIL TO BE LEVELLED AND TOPSOIL RELEVELLED OVER SPOIL, MOUNDED TRENCH AND REMAINING CONSTRUCTION AREA.     d) COILABLE SMOOTH WALL  PIPE TO BE INSTALLED WITH APPROVED DRAINAGE PLOW.     e)  SEWER PIPE TO BE INSTALLED WITH EXCAVATOR/BACKHOE, AND SHALL BE BEDDED IN ACCORDANCE WITH DETAIL "A"  AND THE SPECIFICATIONS. 

AutoCAD SHX Text
ALL HDPE PIPE AND HDPE SEWER PIPE TO CONFORM TO "SECTION  C. 1" IN THE SPECIFICATIONS.   a) SEWER PIPE TO BE  H. D. P. E.  PLASTIC 320 KPA  (BELL & SPIGOT WITH RUBBER GASKETS, CONFORMING TO C.S.A. 1026-08) , PVC ULTRA RIB OR PVC SDR 35 b) HDPE PIPE SHALL BE DUAL WALL FLEXIBLE (COILABLE, SMOOTH) PIPE SUCH AS  "GOLDFLEX", "ADS N-12 FLEX" OR APPROVED EQUAL. 

AutoCAD SHX Text
NATIVE  BACKFILL  MATERIAL

AutoCAD SHX Text
GEOTEXTILE  ( TERRAFIX 360 R 

AutoCAD SHX Text
19 mm  CRUSHED  STONE

AutoCAD SHX Text
OR  EQUIVALENT  )

AutoCAD SHX Text
TRENCH  WIDTH AT TRENCH BOTTOM

AutoCAD SHX Text
1 . 1 m MAXIMUM

AutoCAD SHX Text
MIN.   O. D.  +  300mm

AutoCAD SHX Text
200mm

AutoCAD SHX Text
TO SPRING LINE

AutoCAD SHX Text
MINIMUM

AutoCAD SHX Text
200mm  MIN .

AutoCAD SHX Text
OVERLAP

AutoCAD SHX Text
PROPOSED PIPE

AutoCAD SHX Text
CRUSHED  STONE  BEDDING  DETAIL

AutoCAD SHX Text
PLASTIC SEWER PIPE

AutoCAD SHX Text
TOP HALF OF PIPE TO BE WRAPPED IN  GEOTEXTILE 

AutoCAD SHX Text
TYPE 3 & 4 SOIL

AutoCAD SHX Text
GEOTEXTILE TO HAVE MINIMUM 450mm OVERLAP AT JOINTS ALONG LENGTH OF PIPE

AutoCAD SHX Text
84.1m

AutoCAD SHX Text
120.0m


	Sheets and Views
	01


